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HOCVI™ HDTVI 4HD Q23S

KEY FEATURES

+4in 1 PTZ bullet camera PRO series with IR of
30~40 m for outdoors

+1/2,7 CMOS, 2 MP
+ 1080P resolution

* 4 in 1 output (HDCVI / HDTVI / AHD / 960H) by
DIP switch

* ICR filter

+0,1/0,01 lux

- 4X optical zoom (2,8~12 mm)

- 0OSD, AWB, AGC, 2D/3D-DNR, mirror
+ 180° positioner

- 1 preset

HYU-454 Hyu-454

4 IN 1 PTZ BULLET CAMERA FRO SERIES WITH IR OF 30~40 M FOR

OUTDOORS

FEATURES

- 1/2,7" CMos sensor, 2 MP

- Digital resolution: 1080F (1920x1080)

+ 4 in 1 output by DIP switch: CVI/TVI/AHD/CVBS

+ Removable mechanical filter

« IR illumination: 6 leds SMD, 30 ~ 40 meters

+ Minimum illumination: 0,1 lux {color) / 0.01 lux (BAV) /0 lux IR On
- 4X optical zoom (2,8 ~ 12 mm)

- OSD menu

+ Automatic white balance

+ Adjustable AGC

- Automatic/manual exposure mode

+ 2D/3D-DNR

« Mirror mode

« Adjustment of: brightness, contrast, sharpness, saturation
- Positioner; 0°~180° {H), 0°~55° (V)

+ Manual speed: 0,5° ~ 20°/sec. horizontal / 0,5° ~ 10°/sec. vertical
* 1 preset point

+ Power supply: 12V DC, 1A

+ Working temperature: -20°C ~ +60°C

* RH: 10%:~80%

« IPBS

+ Dimensions: 168 x 70 x 87 mm

+ Weight: 380 g



